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REDEFINING SUSTAINABILITY

AEROSOL NECKED-IN CANS




AEROSOL NECKED-IN CANS

APPLICATIONS
Personal care, household, paints, automotive, insecticide, industrial products and
other applications.

INTERIOR CAN LININGS
Single and double coat epoxy phenolic and vinyl linings are available.

LITHOGRAPHY MINIMUM
50,000 cans

POINTS OF MANUFACTURE
Cincinnati, Ohio / Sturtevant, Wisconsin

CAN SIZE' OVERFLOW CANS Layers QUANTITY 53'TRUCKLOAD
Capacity Per Layer Per Pallet Per Pallet Pinwheel Loaded

200/202 x 406 228 ml 550 8 4,400 230,000
200/202 x 509 290 ml 550 7 3,850 201,250
200/202 x 700 371 ml 575 6 3,450 172,500
200/202 x 708 392ml 575 5 2,875 143,750
202/205 x 604 396 ml 483 6 2,898 144,900
202/205 x 607.5 408 ml 483 6 2,898 144,900
202/205x 710 486 ml 483 5 2,415 120,750
207.5/211x315 325 ml 380 9 3,420 171,000
207.5/211x413 399 ml 380 8 3,040 152,000
207.5/211 x 604 525 ml 380 6 2,280 114,000
207.5/211x 612 564 ml 380 6 2,280 114,000
207.5/211x 713 654 ml 380 5 1,900 95,000

207.5/211 x 804 686 ml 380 5 1,900 95,000

207.5/211 x 908 789 ml 380 4 1,520 76,000

211/214x 714 766 ml 342 5 1,710 85,500

211/214 x 804 800 ml 342 5 1,710 85,500

'Can Measurements: The first set of digits indicates the body diameter in 16ths of an inch (202 = 2 + 2/16").
The second set of digits indicates the height to the top doubleseam in 16ths of an inch (406 = 4 + 6/16").

Special Features

) Universal 1"cup opening allows for wide range if spray valves ) Four-color and hexagraphic lithography provides
and actuator buttons. high-quality design reproduction.
) Varnished bottoms can be provided by special request. ) Aerosol straight-sided cans contain 25-percent post-

consumer recycled content and are  100-percent
recyclable.
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